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GENERAL DESCRIPTION

The wictmattent diresnon indicators and
LaZard waftuid hgnis are posiboned at

e CO.ers O Ine vehicie

Thz nght and l2h deection madicalors are
seiziied Ly Tasing of lowenng e spe-
ieved lucaled in ine lever group, the
Naland wattung hghls (nght and len a-
reclon ndicalors activated simulla-
neously) are Swilch2d on by acung on
h lucated tetund the sleenng
nical e Nstrument panegl.

Tre grsclon indicalors operate when
e 1wnibon key 15 nserted, the hazard
4 bgnis, lor cbwious reasons of
zly. are supplied directly by the bal-
LE

Peew nzrmaillent waming lamps locatled
i ihe instrument panel flash when
willied e nghl of lefl drecuon indizator
nzs been selecied. Another intlerminent
wdifing lamp signals the operaton of

wik

the &wilz

welige

EE

the hazard warrung lights (the warning
light 15 not present on vehicles with a
type "B" nstrument panel - see “Instru-
ment Panel” secuon).

The circuns of the direction indicators
and the hazard warning hghts are both
protected by therr own separate luses.

FUNCTIONAL DESCRIP-
TION

The circuit is controlied by the hazard
warning hghts and direction indicalors
intermittence N13 localed in fusebox
G1.

The intemmittence, grounded, pin 31, re-
ceives a supply signal, pin 49, throught
tne hazard warming lights swilch B12:
when these are nol selecled, supply 15
key-operated through luse F17 (7.54) of
fusebox G1; when the hazard waming
lights are selected, the supply comes
directly from the tattery through fuse F1

(10 A}in G1.

The device N13 generates an intermil-
lent signal which leaves pin 49a and
supplies the contacts of swilch B12 and
the direction inaicaturs swalch of lever
group B6E.

By acting on the specific lever in lever
gtoup BE8, the ngnt-hand direcuion ind-
calors (E23, E9b and E25) or the lef-
hand indicators (E24, E9a ed E26) are
acluated as s the relative warning lamp
on the insrument panel C10.

Pressing switch B12 closes the three
contacts which supply the nght and left-
hand indicators and the hazard warning
hghts waming lamp on the mstrument
panel C10.

N.B. The warning light 1s not present on
vehicles with a type "B" instrument panel
- see "Instlument Panel" section.
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COMPONENTS AND CONNECTORS

Hazard warmning lights control switch
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Fusebox

Engine compartment ground-nynt side [ G53a
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LOCATION OF COMPONENTS TROUBLESHOOTING
DIRECTION INDICATORS NOT WORKING - T TES1 .ﬂ.
NV |
TEST PROCEDURE | RESULT CORRECTWE ACTION
a1 | cHeck FusE I; ;Mm;;p;___ .

— Check for damage of luse F17 in fusebox G1

@ P | Replace the tuse (7.54)

A CHECK SWITCH
< | @ - | Cairy cut step A3

— Check for correct lunctioning of the hazard waming

lights swilch with the warning lights off: Check
continuity between pin A2 and pin A3 0l B12 @ >

Heplace swilch B12 (ORN-BLK)

A3 | CHECK VOLTAGE
@ p- | Carry out step A4
= Verily 12V at pin A2 ol the hazard warning lights
switch B12
@ P | Aeslore wiring between pin G2 of G1 and pin A2 ol B12,
also across the solder (ORN-WHT)

A4 | CHECK VOLTAGE
B P | Carry oul step AS
= With ignition key rotated venly 12V at pin G3 of G1

@ P | Restore wining between pin G3 of G1 and pin A3 of B12

{ORN-BLK)
AS | CHECK VOLTAGE
P | Carry oul step A6
= With ignition key rotated, verify 12V -inlermitlencies -
at pin F4 of G1
@ P | Replace intermittience N13, located in G1
{ N.B. In this case the hazard warning lighls are also not
) waorking.
f A6 | CHECK VOLTAGE
P | Check and if necessary replace the lever group B68
— With ignition key rotated, verify 12V -intermittencies -
H at pin AS of lever group B68
] @ P | Aestore wanng between pin F4 ol G1 and pin A5 of Be8
T (PPL)
FAdussk 1000002 1-1994
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| TEST B 1

il HAZARD WARNING LIGHTS NOT WORKING

HOTE: it the direction indicaturs are also not working, carry oul this test logether with the preceding test A

(
| TEST PROCEDURE RESULT CORRECTIVE ACTION
e

B1 | CHECK FUSE
E,..__ l P | Carry out step B2

- Check for damage of luse F1 in fusebox G1
(o>

P | Carry out step B3
Reslore wiring between pin G4 of G1 and pin Ad ol B12

>
(ORN-BLU)
P | Carry cut step B4
(oI >
- pin A3 and A4
- pn B3 and B1, B2 and B4

B4 | CHECK VOLTAGE
- P | Carry out step BS

- With hazard warning hights on venly 12V at pin G3 of

G1 @»
(%) »
(kS »

Replace the fuse (104)

a2 I CHECK VOLTAGE

| - venty 12V at pin A4 of the hazard warning lights
wwilch B12 .

B3 [ CHECK HAZARD WARNING LIGHTS SWITCH

= Check for comrect functoning of the switch B12:
= wilh the hazard warming lighits on, check continuity

between. Replace the swiich B12

Restore wining between pin G3 ol G1 and pin A3 ol B12
(ORN-BLK)

B5 _1 CHECK VOLTAGE
Restore wiring between pin F4 ot G1 and pin B3 of B12

(PPL)

- Wilh hazard warning hights on, venty 12V -
ntermattencies- at pin F4 of G1

Replace intermittence N13, located in G1.
N.B.in thus case not even the dircclion indicatorns are
working

A = 1000002 \ 11-1993
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‘ NONE OF LIGHTS ON RIGHT SIDE OF VEHICLE WORKING

| TESTC J

TEST PROCEDURE

RESULT

CORRECTIVE ACTION

C1 | CHECK VOLTAGE

— With ignition key rolaled and the nght cirection
indicators on, veriy 12V intermittencies at pin F2 of
G1

r
o< »

Carry out the successive tests E, F and G

Carry out step C2

c2 lcnecu( LEVER GROUP

— Check for carrect functioning of lever group:
With right-hand direction indicators on, check
continuity between pin A5 and A3 ol B68

(%) »
(o< >

Restore winng between pin A3 ol BB8 and pin F2 of G1,
and between pin B2 of B12 and pin F2 of G1 (LTH)

Replace the lever group BB, len pant

I NONE OF THE LIGHTS ON LEFT SIDE OF VEHICLE WORKING

TEST PROCEDURE

LJ

RESULT

CORHECTIVE ACTION

D1 | CHECK VOLTAGE

— With ignition key rolaled and lefi-hand direction
indicators on, verify 12V intermittencies al pin F5 of
G1

() »
(o< »

Carry out the successive tests Hl and J

Carry oul step D2

D2 | CHECK LEVER GROUP

— Check for correct funclioning of lever group:
wilh the left-hand direction indicators on, check
continuity between pin AS and A6 of B68

(ox) »
(<S>

Restore wiing between pin Ab ol BeS and pin ks ol G,
and between pin B4 ot B12 and pin F5 of G1 (LT BLK)

Replace the lever group B6Y, leh pan
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