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STANDARDS AND PRECAUTIONS

CAUTION
x Before disconnecting or reconnecting the

componaents of the electrical system read
the sectlon STANDARDS AND PRECAU-
TIONS.

Before beginning work ensure that the ignition key is at
the "parking” position and that the earth cable of the
battery has been disconnected and:

- avoid connecting the control unit outputs directly to
the power supply;

~ avoid working on devices when cables are con-
nected to “positive” or earth without having pre-
viously disconnected the control units;

= avoid short-circuiting the sensors unless otherwise
specified:

- before camying out electrical welding, disconnect

the control units in order to avoid damaging the
electrical components by induced current.
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WARNING

Calculate the possible outcome of any
Interventions and avold working on com-
ponents when the characterlstics are not
perfectly understood.

When reassembling and/or refltting,
reverse the procedures given for disas-
sembly and/or removing uniess other-
wise specliled and reconnect the battery.

Components of the electrical system
should only be substituted with genulne
Alia Romeo spare parts. Using non-spe-
clfled spares with slightly different char-
acteristics may affect the operational re-
llability and safety of the vehicle.
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( ELECTRONIC INSTRUMENT CLUS-
TER

The 155 is fitted with different ELECTRONIC INSTRU-

MENT CLUSTERS depending on the versions; up to

now the following 4 types have been defined:

— "Base” cluster (A): installed up to chassis no. .....

— "Sporty" cluster (B): with instruments with depth ef-
fect, installed on the "higher" versions.

— Simplified cluster (C): with the number of warning
lights and indicators reduced to the minimum, in-
stalled on the “lower versions.

= Cluster for "95 Version (D): replaces cluster 8 for
vehicles starting from chassis no. .....
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1. Enjngine coolant temperature gauge 6. Mileage recorder
2, Ou.l temperature gauge (not included in cluster C) 7. Services waming lights (see details on next page)
i_ Trip meter reset 8. Rev counter
. S?eedometer 9. Engine oil pressure gauge (not included in cluster
5. Trp meter

C)

10. Fuel level gauge

N.B.: The different engines also differ with regard to the ratings on the speedometer and rev counter,
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WARNING LIGHTS(")

Left-hand direction indicator

2]

Parking lights and low beams

W
@)
=]
i

Right-hand direction indicator

High beams

Hazard waming lights

Rear fog guards

SlElcin

Fog lamps

Ay
7

Low engine oil level

1N |

o

High engine coolant fluid temperature

Water in fuel oil filter

Glow plugs

EIRE

A Catalytic silencer temperature

[
4

I
|

Rearscreen heating

£

| 1

t=—3 : Generator warning light
=

! Py ABS anti-lock system
PA4655D1000001

,_\ Low brake fluid level and handbrake en-
l(\L) { qaged

all

Worn brake pads

NN

e

Electronic suspension control

|

Injection system

e

7 ! Low engine oil pressure
—_—

* coaﬁt ALFA ROMEO CODE

| o

JA | seatbels

N

ﬂ: Fuel reserve

@)

High supercharging pressure

(*) NB: All the warning lights shown are present on
the instrument cluster, but some of them may be
disconnected depending on the version, engine
and trim level.
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REMOVAL AND REFITTING

Removal

1. Loosen the two screws securing the central cover-
ing.

2. Disconnect the electrical connectors.

3. Remove the instrument panel.

Refitting
8. To refit, reverse the procedures followed for
] removal.

PA465501000000

BULB REPLACEMENT

1. Working from the rear of the instrurnent panel it is
possible to replace all the bulbs. To extract them,
rotate anticlockwise.
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CHECK PANEL AND CLOCK

=R |
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1 2 3 4 5 6 7 B8
1. Button for setting hours 5. Front left-hand door closed wamning light
2. Button for setting minutes 6. Rear left-hand door closed waming light
3. "LCD"digttal clock 7. Rear right-hand door closed waming light
4, Front right-hand door closed waming light 8. Boot lid closed warning light

PA4655D1000000 |
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REMOVAL AND REFITTING
Removal

Remove the ashtray.

Loosen the three screws securing the Check Panel.
Remove the Check Panel.

Disconnect the two connectors and remove the
Check Panal.

PO Y

Refltting

[] To refit, reverse the procedures followed for
L |}
L==] removal.
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REPLACING BULBS AND CLOCK

1. Loosen the eight screws securing the rear cover of
the Check Panel and remove it.

1

1. The panel has three bulbs lighting the clock, vehicle
outline and ashtray.

For the first two, remove the rear cover 1o reach the
bulbs. Remove by rotating anticlockwise.

2. Toreplace the ashtray light, loosen the two screws
securing the printed circuit and remove it. Rotate the
bulb anticlockwise to remove.

3. The clock is fitted to the Check Panel. Withdraw It
from its seating and replace.
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Disassembled Check Panel

T
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Rear cover

Clock

Printed circult

Check Panel! display glass
Front moulding

mh LN
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HEATING-VENTILATION CONTROL
UNIT
REMOVAL AND REFITTING

Removal

Remove the ashtray.

Loosen the three screwgsecuring the Check Panel.
Remove the Check Panel.

Disconnect the two connectors and remove the
Check Pansl.

B CAURD A
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1.

Loosen the two screws securing the ashtray to the
front covering forming the centraltunnel. Disconnect
the cigar-lighter connector and remove the astray
unit.

2. Loosen the two screws securing the electronic con-

trol unit to the front covering.

3. Disconnect the three connectors and remove the

electronic control unit.

Refltting

3 To refit, reverse the procedures followed for
{ |
=] removal.

CONTROLLED DAMPING
SUSPENSION CONTROL UNIT

REMOVAL AND REFITTING
Removal

— The control unit is located under the rear seat.

1. Disconnect the connector.’

2. Loosenthe two nuts and remove the control unit first
block.

3. Loosen the two bolts fixed to the support frame.

1. Lift the second control unit block block from the
support frame.

2. Disconnect the three connectors.

3. Remove the second control unit block from the
support frame.

AR

Refliting

PA4655D1 0
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To refit, reverse the procedures followed for

removal.
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" MOTRONIC "ELECTRONIC
IGNITION CONTROL UNIT

REMOVAL AND REFITTING

Removal

= The control unit Is located under the dashboard on
the passenger side.

1. Disconnect the electrical connector using a screw-
driver as a lever.

2. Loosen the two nuts securing the brackets 1o the
frame.
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Refitting
3 To refit, reverse the procedures followed for
e

L==] removal.

ELECTRONIC IGNITION MODULE
"A" AND MODULE " B".

REMOVAL AND REFITTING

Removal

- The modules are located Inthe englne compartment
to one side of the battery support.

1. Loosen the four screws securing the two ignition
colls,

2. Disconnect the four connectors from the coils.

3. Loosen the two screws securing the two ignition
modules.

4. Disconnect the two connectors from the modules.

Refltting
[ To refit, reverse the procedurss followed for
[ 1}
()] removal.
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